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HIGH-LEVEL SECURITY soLuTions™

HP-60 PIN OUT DESCRIPTION

DESCRIPTION

12 VOLT POSITIVE POWER 1 AMP. SUPERVISED (Z EVENT)
12 VOLT POSITIVE POWER 1 AMP.
X INPUT, POSITIVE TRIGGER ,1 SECOND MINIMUM TIME.

PIN A,
PINB,

OUTPUT 4.0 volt,3ma. current.
OUTPUT 4.0 volt,3ma. Current.

IGNTTION BLOCK, OUTPUT, SINK 100ma MAX.
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Y INPUT, NEGATIVE TRIGGER. ,1 SECOND MINIMUM TIME.
NEGATIVE GROUND.
NEGATIVE GROUND.

NC
NC
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HP60/XP60 – I/O DB15 CONNECTOR PINOUTS

 

           PIN#                  COLOUR            DESCRIPTION

          _________________________________________________________________

1 RED                    +12 VOLT POSITIVE, 1 AMP SUPERVISED

 (MAIN BATTERY) (EVENT “Z”).

2 VIOLET              +12 VOLT POSITIVE, 1 AMP.

3 BROWN              “X” INPUT, POSITIVE TRIGGER, 1-3 SECONDS

         (MINIMUM TIME FOR EVENT “X” TRIGGER).

4 BLUE                  “A” OUTPUT, 4.0 VOLT, 3mA CURRENT.

5 ORANGE            “B” OUTPUT, 4.0 VOLT, 3mA CURRENT.

6 WHITE                “C” OUTPUT, IGNITION KILL, SINK 200mA MAX.

7 N/C
         N/C.

8 N/C
         N/C.

9 N/C
         N/C.

10 GREEN              “Y” INPUT, NEGATIVE TRIGGER, 1-3 SECONDS

        (MINIMUM TIME FOR EVENT “Y” TRIGGER).

11 BLACK              NEGATIVE GROUND (MAIN BATTERY).

12 N/C                     NEGATIVE GROUND.

13 GREY                 VOX FULL (TWO WAY).

14 N/C
         N/C.

15 YELLOW           VOX SIMPLE (ONE WAY).
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MAIN BATTERY 

                                                                                                                    DIODE  6 AMP

                                                                                                                                 


                                                                                                      BACKUP BATTERY

                                              12 V 4 AMP / HOUR

               GROUND


VOX FULL                                USES  “OUT B”.      

	EVENT   X  -  ICON RED

	EVENT   Y  -  ICON GREEN

	EVENT   Z  -   ICON CYAN

(MAIN BATTERY DISCONNECTED)


 

HOW TO DISARM AFTER PANIC OCCURRED (AMPS ONLY):

DISARM:   “ARM OFF “ AND THEN “ARM ON”


HP60 AMPS ONLY: POWER SOURCE FOR “AMPS” BASE STATION FROM 9 TO 12 VOLTS WITH NATIONAL CONNECTOR WITH POSITIVE AT THE CENTER.


                                                                                                              PHONE LINE

                                                                                                           PC MODEM (PCI)                      
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9 – 12 VOLTS





100 mAMPER
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